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Abstract. The U-slot micro-strip patch antennas were originally developed for bandwidth broadening applications. 
This study presents a transmission line feed to modify the U-slot stacked rectangular micro-strip patch antenna for 
Ultra-Wide Band (UWB) communications. The modified antenna has a U-cut loaded with parallel slits and corner 
slots and is printed on a dielectric substrate of FR4 with relative permittivity (εr) of 4.4, the thickness of 1.59 mm 
and the tangent loss of 0.025. The results show that the proposed antenna achieves an impedance bandwidth of 
11.55 GHz (2.1 – 13.65 GHz) with the return loss < (-10) dB. This antenna can be employed for ultra-wideband 
applications in S Band, C Band and X Band. The proposed patch antenna is designed and simulated by using IE3D 
14.0 software. Simulation results are presented in terms of the resonant frequency, the return loss, VSWR, the 
impedance bandwidth and the impedance matching. 
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1. Introduction 

   Regarding the modern trends in the communication system and the increase in the other wireless applications, a wider 
bandwidth is required. Since each antenna operates at a single frequency band and a different antenna is needed for different 
applications, the limited space and place will be a potential problem. In order to overcome this problem, an ultra-wideband 
antenna can be used so that a single antenna can operate at wide frequency ranges [1-3]. 
   It is a well-known fact that the micro-strip patch antennas offer many advantages such as the low profile, the light weight, 
the ease of fabrication and the compatibility with printed circuits. However, the serious problem of patch antennas is their 
narrow bandwidth. To overcome their inherent limitations of the narrow impedance bandwidth, many techniques have been 
proposed and investigated including slotted patch antennas, stacked patches [4-6], micro-strip patch antennas on the 
electrically thick substrate, gap coupled patches, and various impedance matching and feeding techniques [7-8]. However, the 
simultaneous bandwidth enhancement and the size reduction are major design considerations for practical applications of 
micro-strip antennas [9-10] whereas the improvement in one of the characteristics normally results in degradation of the other 
[11]. In recent years, many techniques have been reported to achieve a wideband patch antenna for modern wireless 
communication devices [12-13]. The present study aims to reduce the size of the antenna as well as increase the operating 
bandwidth. The proposed antenna (the substrate width = εr 4.4) has impedance bandwidth (Return Loss < -10) of 198% (2.1 – 
13.65 GHz) centered at 5.8 GHz and presents a size reduction of 37.03% as compared to a conventional micro-strip patch 
(12mm X 16mm). 
   The S, C and X bands defined by an IEEE standard for radio waves and radar engineering with frequencies that ranges 
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from 2.0 to 4.0 GHz , 4.0 to 8.0 GHz and 8.0 to 12.0 GHz, respectively. The wireless local area network (WLAN) requires 
three bands of frequencies: 2.4GHz (2400-2484MHz), 5.2GHz (5150-5350MHz) and 5.8GHz (5725-5825MHz). WiMax (the 
worldwide interoperability for the microwave access) has three allocated frequency bands. Nearly all C band communication 
satellites including the low band (2.5-2.8 GHz), the middle band (3.2-3.8 GHz) and the upper band (5.2-5.8 GHz), use the band 
of frequencies  ranging from 3.7 to 4.2 GHz for their downlinks, and the band of frequencies ranging from 5.925 GHz to 
6.425 GHz for their uplinks. For the military communication satellites, the International Telecommunications Union (ITU) has 
assigned the X band uplink frequency band (for sending modulated signals) ranging from 7.9 to 8.4 GHz. and the ITU-
assigned downlink frequency band (for receiving signals) ranging from 7.25 to 7.75 GHz. 
The proposed modified U-slot antennas have been simulated for typical performances including the return loss, the impedance 
matching VSWR, gain, the radiation pattern, E and H field distributions, and current distributions which are simulated by using 
IE3D 14.0 software. In this paper, a new design is proposed for a stacked conventional micro-strip patch antenna having U-cut 
loaded with parallel slits and corner slots for Ultra-Wide Band (UWB) communications.  

This paper consists of five sections. A brief introduction is provided in section I. Section II describes the proposed modified 
U-slot antenna design. The analysis of results and the performance comparison of conventional RMSA with the modified 
conventional RMSA are discussed in section III. The modified RMSA has the following alterations: changes with the U-cut 
position, the U-cut loaded with parallel slits, the U-cut length, the U-cut width, the corner-cut position and at last the stacked 
antenna.  Section IV provides concluding remarks of the present study.  

2. Antenna Geometry Design 

The assumed and evaluated design parameters of the Micro-strip patch antenna which are proposed by [14] are shown in 
Fig. 1 (a, b). The antenna design is described in 7 steps as follows:  

Step-1: The proposed conventional rectangular micro-strip patch antenna 

The configuration of the conventional printed micro-strip patch antenna with L1=12mm, W1=16 mm is shown in Fig.1. The 
transmission line feed is placed at the patch to match with its input impedance (50 ohm). 

 

 

Fig. 1(a) Top view of the RMSA antenna 

 

Fig. 1(b) Side view of the RMSA antenna 

The obtained simulation results for the proposed conventional micro-strip patch antenna include the reflection coefficient 
as -34.5 dB with the resonating frequency of 5.67GHz (Fig. 2) where the bandwidth of the system is along the point 1 to the 
point 2 with less than -10 dB return loss. 

Step-2 Modified conventional RMSA loaded with the U-cut 

The modified antenna consists of a U-shaped slot etched on the conventional micro-strip patch antenna to increase the gain 
bandwidth. As shown in Fig. 3, the cut size width and length are W1=1mm, L1=5.0mm, respectively. The three different 
positions of the U-slot are put on RMSA and their results are analyzed. 

The simulation results of the modified conventional micro-strip patch antenna loaded with the U-cut on different positions 
are shown in Fig. 4 where the U-cut at the center position show the best result compared to other positions. For this reflection, 
at the resonating frequency of 5.99 GHz, the coefficient is -29.96 dB with the maximum gain bandwidth which is shown by a 
green line in the following Figure. 
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Fig. 2. Variations in the reflection coefficient of the proposed 

conventional RMSA with frequency 
Fig. 3. Geometry of the modified conventional RMSA loaded with 

the U-cut (at the center position, the upper half position & the 
bottom half position) 

 

 

 

Fig. 4. Variations in the reflection coefficient of the modified 
conventional RMSA loaded with the U-cut with frequency 

Fig. 5. Geometry of the modified conventional RMSA loaded with 
the U-cut and parallel slits (at the center position, the upper half 

position & the bottom half position) 

Step-3 Modified conventional RMSA loaded with U-cut and parallel slits 

The Modified antenna consists of the U-cut and parallel slits which are etched on the conventional micro-strip patch 
antenna to again increase the gain bandwidth (Fig. 5) where the cut size of parallel slits includes the width and length as 
W1=1mm and L1=5.0mm, respectively. The simulation results of the modified conventional micro-strip patch antenna loaded 
with the U-cut and parallel slits at different positions are shown in Fig. 6 where the U-cut and parallel slits at the center 
position show the best result compared to other positions. For this position, at the resonating frequency of 5.86 GHz, the 
reflection coefficient is -28.11 dB with the maximum gain bandwidth. 

Step-4 Variation in the Length (L1) of the modified conventional RMSA U slot and parallel slits antenna 

In this section, a variation in the Length (L1) of the conventional RMSA U slot and parallel slits antenna is made and the 
results were analyzed regarding different length sizes (where the size of L1 ranges from 6mm, 5.5mm, 5mm and 4.5mm to 4 
mm). The simulation results of the modified conventional micro-strip patch antenna at L1=5mm of the U-slot and parallel slits 
antenna show the reflection coefficient as -28.10 dB at the resonating frequency of 5.86 GHz with the maximum gain 
bandwidth along the point 1 to the point 7 as shown by a blue line in the following Figure. 

Step-5 Variation in the Width (W1) of the modified conventional RMSA U slot and parallel slits antenna 

In this section, a variation in the width (where the size of W1 ranges from 1.4mm., 1.2mm ,1.0mm, and 0.8mm to 0.6mm) 
of the conventional RMSA U-slot and parallel slits antenna is made and the results were analyzed regarding different width 
sizes. The simulation results of the modified conventional micro-strip patch antenna with a variation in the width size are sown 
in Fig. 8 where the best result of geometry with the width (W1=1mm) of the U-slot and parallel s antenna show the reflection 
coefficient as -28.10 dB at the resonating frequency of 5.86 GHz with the maximum gain bandwidth along the point 1 to the 
point 4 as shown by a blue line in the following Figure.  
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Fig. 6. Variations in the reflection coefficient of the modified conventional RMSA loaded with the U-cut and parallel slits with 
frequency 

 
Fig. 7. Variations in the reflection coefficient of the modified conventional RMSA at different length (L1) of the U- slot and parallel slits 

with frequency 

 
Fig. 8. Variations in the reflection coefficient of the modified conventional RMSA at different length (L1) of the U- slot and parallel sl

its with frequency 
 

Step-6 Variation in the corner cut (C1) of the modified conventional RMSA U-slot and parallel slits antenna 

In this section, a variation in the corner cut (C1) of the conventional RMSA U slot and parallel slits antenna is made and the 
results were analyzed regarding different cut sizes as shown in Fig. 9 (where the size of C1 ranges from 3.0mm, 2.5mm, 2.0mm 
and 1.5mm to 1.0mm). 

The simulation results of the modified conventional micro-strip patch antenna with the corner cut (C1 = 2mm) of the U-slot 
and parallel slits antenna show the reflection coefficient as -28.10 dB at the resonating frequency of 5.86 GHz with the 
maximum gain bandwidth along the point 1 to the point 2 as shown in the following Figure. 
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Fig. 9. Geometry of the modified corner cut conventional RMSA loaded with the U-cut and parallel slits 

 
Fig. 10. Variations in the reflection coefficient of the modified corner cut conventional RMSA of the U-slot and parallel slits antenna 

with frequency 
 

Step-7 Stack rectangular antenna with the last modified conventional RMSA antenna 

  In this section, the last modified conventional RMSA antenna is stacked to the simple rectangular antenna and the results 
are analyzed regarding different modified antennas. The stacked patch antenna structure combines two broad-banding methods, 
and therefore, wider bandwidths can be obtained. The configuration of the stacked rectangular antenna include the dielectric 
substrate of FR4, the relative permittivity (εr) of 4.4, the thickness (h2) of 1.59 mm and the tangent loss of 0.025 with 
L2=10mm and W2=10mm. 

   

Fig. 11. Top view of the first and second layers of the patch antenna (L2×W2) 

The simulation results of the stacked rectangular antenna with the last modified conventional RMSA antenna include the 
reflection coefficient as -32.0 dB at the resonating frequency of 5.8 GHz with the maximum gain bandwidth as shown in Fig. 
12. The simulation results comparison of the modified rectangular antenna with and without the stack along with the antenna 
without the stack and without the corner cut is shown in Fig. 13 where the best result is obtained in the stacking system with 
the maximum bandwidth along the point 1 to the point 6 as shown in the following Figure. 



   Monika Surana and Amit Kumar Jain, Vol. 3, No. 4, 2017  

Journal of Applied and Computational Mechanics, Vol. 3, No. 4, (2017), 293-301 

298

 
Fig. 12. Variations in the reflection coefficient of the stacked rectangular antenna with the last modified conventional RMSA with 

frequency 

 
Fig. 13. Variations in the reflection coefficient with frequency of the stack, the corner cut and without the corner RMSA antenna with the 

U-cut and parallel slits 

The variation in the return loss and the bandwidth of the modified designs are shown in Figs. 14, 15, 16, 17 and 18. The 
variation in the return loss Vs. the RMSA design without the cut (the conventional patch), with the U-slot, with the U-slot and 
parallel slits are shown in Fig 14 (the comparison between the step-1, step-2 and step-3 results). 

  

Fig. 14. Variation in the return loss vs. the modified RMSA design Fig. 15. Variation in the bandwidth vs. the modified RMSA design 

   The comparison of the RMSA design vs. the bandwidth for the design without the cut (the conventional patch), with the 
U-slot, with the U-slot and parallel slits is shown in Fig 15. (the comparison between the step-1, step-2 and step-3 results). The 
calculation of the return loss for the RMSA antenna with the U-slot and parallel slits (with the variation in L1, W1, C1 size) and 
the stacking design are shown in Fig. 16. (the comparison of the step-4, step-5, step-6 and step-7 results).  
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Fig. 16. Variation in the return loss vs. the modified RMSA with the center IUI cut design 
 

The calculation of the bandwidth for the RMSA antenna with the U-slot and parallel slits (with the variation in the L1, W1, 
C1 size) and the stacking design is shown in Fig. 17 (The comparison between the step-4, step-5, step-6 and step-7 results).  

 
Fig. 17. Variation in the bandwidth vs. the modified RMSA with the center IUI cut design 

 
At last, the variation of the bandwidth with the best selected design of all the steps is shown in Fig. 18, where the graph 

shows that the proposed stacked antenna design of the last step (step-7) includes the maximum 
impedance bandwidth of 11.55 GHz. In this paper, the proposed modified U-slot rectangular micro-strip patch antenna with the 
stack is designed to overcome the narrowband characteristic.  

 

 
Fig. 18. Variation in the bandwidth vs. the modified Design with the Best Selection (In All Steps) 

3. Results and discussion 

The results obtained from all the modified antenna is summarized in Table 1. The variation in the reflection coefficient with 
frequency for three geometries with the stack, the corner cut and without the corner RMSA antenna are shown in Fig. 13 which 
includes the U-cut and parallel slits in the center. The minimum 38.50 dB return loss is available at the 5.47 GHz resonant 
frequency with the modified corner cut conventional RMSA antenna which is significant. As it is shown in the table, the 
proposed antenna can achieve a size reduction and wide bandwidth results that is more significant than the results obtained 
from the conventional micro-strip patch. The results also show that the proposed stack antenna design in the last step achieves 
an impedance bandwidth of 11.55 GHz with the return loss of 10 and with the stack antenna size of L2=10mm and W2=10mm. 
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Table 1. Comparison between conventional RMSA and different types of modified RMSA loaded with U slot, parallel slit, variation in length 

n width of slot, Variation in corner cut and stacked patch. 
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(With Steps) Loss (dB)  (GHz) (GH) 

1 Conventional RMSA -34.48 6.69 3.83 2.86   

2 

RMSA with center U cut -29.96 9.91 3.12 6.79 √ 

RMSA with upper half U cut -28.42 8.34 3.12 5.22   

RMSA with bottom half U cut -28.11 8.69 3.12 5.57   

3 

RMSA with center IUI cut -28.11 10.13 3.09 7.04 √√ 

RMSA with upper half IUI cut -29.00 8.79 3.09 5.70   

RMSA with bottom half IUI cut -31.00 9.52 3.09 6.43   

4 

RMSA with center IUI cut and 

W1=1mm, L1=4.0mm -28.00 9.73 3.09 6.64   

W1=1mm, L1=4.5mm -33.00 9.39 3.09 6.30   

W1=1mm, L1=5.0mm -28.10 10.13 3.09 7.04 √√ 

W1=1mm, L1=5.5mm -28.00 9.88 3.09 6.79   

W1=1mm, L1=6.0mm -29.00 6.73 3.09 3.64   

5 

RMSA with center IUI cut and 

L1=5mm, W1=0.6mm -29.00 9.87 3.09 6.78   

L1=5mm, W1=0.8mm -30.00 9.56 3.09 6.47   

L1=5mm, W1=1.0mm -28.10 10.13 3.09 7.04 √√ 

L1=5mm, W1=1.2mm -30.00 9.87 3.09 6.78   

L1=5mm, W1=1.4mm -30.00 9.87 3.09 6.78   

6 

RMSA with center IUI cut and 

L1=5mm, W1=1mm, C1=1.0mm -38.00 10.15 2.95 7.20   

L1=5mm, W1=1mm, C1=1.5mm -38.00 10.61 2.48 8.13   

L1=5mm, W1=1mm, C1=2.0mm -38.50 10.71 2.35 8.36 √√√ 

L1=5mm, W1=1mm, C1=2.5mm -38.00 10.28 2.84 7.44   

L1=5mm, W1=1mm, C1=3.0mm -37.00 8.93 3.44 5.49   

7 
RMSA with center IUI cut (L1=5mm, W1=1mm, C1=2mm) and 

-31.76 13.65 2.10 11.55 √√√√ 
Rectangular stack (L2=10mm,W2=10mm) 

 

4. Conclusions 

The simulation and measured results of the proposed antenna design with the stack show the return loss as -32dB with 
resonant frequencies of 5.8GHz while the available impedance band width is 2.1 GHz to 13.65 GHz. The obtained bandwidth 
is remarkable as far as the simplicity of the geometry is concerned and it will be useful for many applications. It is worth 
noting that the aim of the present study to reduce the size of the antenna as well as the increase in the operating bandwidth was 
achieved.  
 

References 

[1] Kahrizi, M., Sarkar, T.K., Maricevic, Z.A. Analysis of a wide radiating slot in the ground plane of a microstrip line, IEEE 
Trans. Microw. Theory Tech., 41(1), 1993, pp. 29–37. 
[2] Chiou, J.-Y., Sze, J.-Y., Wong, K.L. A broadband CPW-Fed strip loaded square slot antenna, IEEE Trans. Antennas Propag., 
51(4), 2003, pp. 719–721. 
[3] Chen, H.-D. Broadband CPW-Fed square slot antennas with a widened tuning stub, IEEE Trans. Antennas Propagation, 
51(4), 2003, pp. 1982–1986. 
[4] Gupta, N., Gupta, V. Gain and Bandwidth Enhancement in Compact Microstrip Antenna, Birla Institute of Technology, 
Mesra, Ranchi835215, INDIA, 2005. 



     Modified U-Slot Stacked Micro-Strip Patch Antenna 

Journal of Applied and Computational Mechanics, Vol. 3, No. 4, (2017), 293-301 

301

[5] Yoharaaj, D., Azmir, R.S., Ismail, A. A new approach for bandwidth enhancement technique in microstrip antenna for 
wireless applications, International RF and Microwave Conference, Putrajaya, Malaysia, 12-14 September, 2006. 
[6] Pozar, D.M. A review of bandwidth enhancement techniques for microstrip antennas, Microstrip Antennas: Analysis and 
Design of Microstrip Antennas and Arrays, D. H. Schaubert (ed.), 157–166, IEEE Press, New York, 1995 
[7] Tang, C.L., Chiou, J.Y., Waong, K.L. Beamwidth enhancement of circularly polarized microstrip antenna mounted on a 
three – dimensional ground structure, Microwave Opt. Technol. Lett., 32(2), 2002, pp. 149–154 
[8] Mandal, K., Sarkar, S., Sarkar, P.P. Bandwidth enhancement of microstrip antennas by staggering effect, Microwave Opt. 
Technol. Lett., 53(10), 2011, pp. 2446–2447. 
[9] Wu, C.-K., Wong, K.L. Broadband microstrip antenna with directly coupled and parasitic patches, Microwave Opt. Technol. 
Lett., 22(5), 1999, pp. 348–349. 
[10] Surana, M., Sharma, O.P. Analysis of Triple Band Rectangular Patch Antenna Loaded With Pairs of L Shaped Slots, 
International Journal of Computer Applications, 111(12), 2015, pp. 36-41. 
[11] Kumar, R., Vijay, R. A Compact Multiband Frequency Agile Microstrip Slot Antenna, International Conference on 
Advanced Computing & Communication Technologies, 5, 2015, pp. 8-11. 
[12] Nornikman, H., Malek, F., Saudin, N., Shukor, M., Zainuddin, N.A., Abd Aziz, M.Z.A., Ahmad, B.H., Othman, M.A. 
Design of Rectangular Stacked Patch Antenna with Four L-Shape Slots and CPW-Fed for WiMAX Application, 3rd 
International Conference on Instrumentation, Communications, Information Technology and Biomedical Engineering, 
Bandung, 7-8 November, 2013. 
[13] Colles, D., Arakaki, D. Multi Technique Broadband Microstrip Patch Antenna Design, IEEE Transactions on Antennas 
and Propagations, Memphis, TN, USA, 2014, pp. 1879-1880. 
[14] Balanis, C.A. Antenna theory analysis and design, John Wiley & Sons, Inc., Hoboken, New Jersey, 2005. 


